(U) INTERNATIONAL APPLICATION PUBLISHED UNDER THE PATENT COOPERATION TREATY (PCT) 



(19) World IntcUectual Property 
Organization 
International Bureau 

(43) International Publication Date 
16 June 2005 (16.06.2005) 




Mim 


nil 


iiiiii 


ii 


liiiiii 


n 



PCT 



(10) International Publication Number 

wo 2005/053977 Al 



(51) International Patent ClassiOcatJon^: 
(21) International Application Number: 



B60H1/00 



PCT/SE2004A)01784 

(22) International Filing Date: 2 December 2004 (02. 12.2004) 

(25) Filing Language: English 

(26) Publication Language: English 



(30) Priority Data: 

60/526,290 
0303258-8 



3 December 2003 (03. 1 2.2003) US 
3 December 2003 (03. 12.2003) SE 



(71) Applicant (for all designated States except US): UWE 
VERKEN AB [SE/SE]; Box 262, Oskaregatan 23, S-601 
04 Norrkoping (SE). 

(72) Inventors; and 

(75) Inventors/Applicants (for US only): HESOUN, Pe- 
ter (SE/SE); Scklerleden 28, S-587 31 Linkoping (SE). 



KARLSSON, Tomas (SE/SE]; Lindbyvagen 9, S-616 30 
Aby (SE). 

(74) Agent: STROM & GULLIKSSON IP AB; Wallenbergs 
gala 4, S-583 35 Linkoping (SE). 

(81) Designated States (unless otherwise indicated, for every 
kind of national protection available): AE, AG, AL, AM, 
AT, AU, AZ, BA, BB, BG, BR, BW, BY, BZ, CA, CH, CN, 
CO, CR, CU, CZ, DE, DK, DM, DZ, EC, EE, EG, ES, R, 
GB, GD, GE, GH, GM, HR, HU, ID, IL, IN, IS, JP, KE, 
KG, KP, KR, KZ, LC, LK, LR, LS, LT, LU, LV, MA, MD, 
MG, MK, MN, MW, MX, MZ, NA, NI, NO, NZ, OM, PG, 
PH, PL, PT, RO, RU, SC, SD, SE, SG, SK, SL, SY, TJ, TM, 
TN, TR, TT, TZ, UA, UG, US, UZ. VC, VN, YU. ZA, ZM, 
ZW. 

(84) Designated States (unless othenvise indicated, for every 
kind of regional protection available): ARIPO (BW, GH, 
GM, KE. LS, MW, MZ, NA, SD. SL, SZ. TZ, UG. ZM, 

[Continued on next page! 



(54) Title: MODULAR HEATING SYSTEM FOR LARGE VEHICLES 



ON 
IT) 

in 



O 




(57) Abstract: The present invention 
relates to a modular heating system (1) 
for large vehicles. Al least one elongated 
heating element module (2) is suitable 
for horizontal mounting along an interior 
wall and near the floor of said vehicle. 
The heating element module (2) comprises 
a convector (3) consisting of at least one 
essentially longitudinally extending pipe 
(4a) arranged to conduct a heating medium. 
The pipe (4a) is provided with a plurality 
of mutually spaced fins (5) transversely 
mounted thereto. The system further 
comprises at least one blower module 
(7) comprising at least one fan (8). The 
blower module (7) is selectively attachable 
to said heating clement module (2) at 
an arbitrary position along the extension 
thereof adjacent to said fins (5) and further 
arranged to be selectively operable to 
produce a forced airflow through said 
plurality of fins (5) in a direction from a 
side of said convector (3) intended to be 
mounted fadng upwards towards a side 
thereof intended to be mounted facing 
downwards. 
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